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GT-1200/GT-600 Robotic Total Station
• 10 Hz update rates to the FC-6000 � eld computer for more e�  cient staking
• Ultrasonic Direct Drive motors with 180° turning speed for exceptional productivity
• 30% smaller and lighter than any other Topcon series robotic instrument
• Optimize productivity by combining the GT-1200/GT-600, FC-6000, and 

MAGNET software with a HiPer series receiver

FC-6000 Field Computer

• Increased processing speed for data sets large and small with improved graphics
• LongLink™ Bluetooth provides two times longer range than class 1 Bluetooth
• Long lasting, hot swappable battery and an internal battery for additional runtime
• Optional external keyboard and docking station further enhance productivity

HiPer VR Receiver
• Automatically tracks every satellite constellation signal now and into the future
• Withstand the harshest environments with rugged IP67 design
• Compact form factor ideal for Millimeter GPS and Hybrid Positioning
• Capture mis-leveled � eld measurements out of plumb by as much as 15°

MAGNET Software Suite
• Streamline your most-used routines and ensure a fast and easy data connection 

from � eld to o�  ce

• Faster, customizable applications for processing, � eld-to-� nish and 3D construction
• Integrate robotic total station and GNSS with increased speed and productivity
• Graphical intuitive software with low learning curve
• Microsoft Bing Maps® for satellite image background

WARRANTY

3 YEAR
INSTRUMENT

5 YEAR
MOTOR


